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01 Key Features

Model : TW-T65KL

➢ Chip: 0.8inch 16:10

➢ Display Tech: DLP

➢ Brightness: 6500

➢ Contrast: 5000000:1

➢ Max Support Resolution: Up to 4K 3840*2160
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03 SPECIFICATION

Model No. TW-T65KL

Appearance

Chip Size (inch) 0.8 inch, 16:10

Display Tech DLP chip*1

Resolution WUXGA, 1920*1200

Brightness (lumens) (ISO) 6500 

Brightness (lumens) (central) 6500 

Dynamic Contrast 5000000:1

Static Contrast 1500：1

JBMA Uniformity ≥ 90%

Light Source Laser

Light Source Life-span Normal Mode: 20000h/Eco Mode: 30000h

Lens（standard） Customized  0.4:1 lenses

Lens Adjustment Manual Focus and Zoom

Focus Range 100--300 inch

Zoom Ratio ×1.3

Interchangeable Lens 0.58:1/0.65:1/0.75:1/0.98-1.37:1

Lens Shift Range Vertical ±40%, Horizontal ±20%

Keystone Adjustment ±15°

Corner Adjustment Support

Aspect Ratio 16:10

Maximum Supported Resolution Supports up to 4K 3840*2160

Power Consumption 320w±10% 

Standby Power Consumption ＜0.5w
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04 TERMINAL INTERFACE

Input Interface VGA IN*1, AUDIO IN*1. HDMI*2

Output Interface
VGA OUT*1, AUDIO OUT (mini-jack,3.5mm)*1, 3D SYNC 

OUT*1, USB-A (5V)*1

Control Interface
RS232 input * 1, LAN network interface (RJ45) * 1, USB 

(Type mini  flash FW)×1   

05 CONFIGURATION

Infrared Remote Control Sensor 

Location
One at the front and one at the back

Net Weight ＜9KG

Gross Weight ＜11KG

Dimensions(W*H*D) 420mm*340mm*137.5mm(excluding foot height) 

Noise Requirement ＜36DB(Under standard environment) 

Casing Material PC (Plastic)

Color White+Black

Lens Location Basic Centering

I/O Location Rear of the Machine

KEYPAD Location Rear of the Machine

Inlet/Outlet Vent 

Position/Direction

Left and right inlet and outlet vent, local inlet and outlet 

vent.
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06 PACKAGING & ACCESSORIES

Remote Control *1

Carton *1

PWR Cord (by region) *1

HDMI  Cable *1

Universal Quick Start Guide *1

CoC *1

Warranty card (by region) *1
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